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Excellent turning performance & stability

Lift speed and inching performance 
are significantly improved.

Lift speed

The powerful AC motor provides increased gradeability, 
which have, in the past, been regarded as weak points of 
conventional battery forklifts.

Gradeability

The FBC is equipped with a multi-display that enables centralized 
control of individual functions.

The FBC provides “IPX3” rainproof 
enclosure rating, ensuring safe operation 
outdoors in the rain.
Even if the truck body is exposed to rain 
falling vertically or at angles of up to 60º, 
it will not be adversely affected.

Safety design for outdoor work in the rain

Through AC control for traveling and hydraulic operations, the FBC 
eliminates motor brushes and contactors.
It needs no maintenance costs for engine oil, element, fan belt and clutch 
maintenance, which is essential for engine powered forklift trucks.

Maintenance-free

In spite of great performance improvement, FBC series have 
achieved the equivalent level of working cycle to the 
conventional standard counter balanced model. Moreover,  
SICOS-AC, effective control system realizes great energy 
saving.

Working performance

Acceleration performance is improved, 
as well as traveling speed. The speedy 
movement and tight-space turning 
performance significantly increase 
work efficiency.

Travel speed
Since a 70 volts battery based on a new concept is embedded at 
a lower position between the axles, the FBC provides large capacity 
and low profile. Furthermore, since the footstep is positioned lower, 
an operator can more easily get on and get off the truck.

Easy operation same as engine forklifts

A new cushion material is used on the footstep to suppress impact to 
the operator's knees. Also, the reclining seat with suspension is 
a standard feature. Since the cover on the riding side is formed in 
a smooth curve, an operator can smoothly get on and off the truck.

Ergonomic design

VFD display with excellent outdoor visibility

When stopping on a slope, the truck moves at a constant speed of 
1km/h even if the accelerator/brake pedal is released.
Also, when  the accelerator is released descending a slope, the 
truck maintains the initial speed.
It is an advanced function unique to Nichiyu.

Nichiyu original safety cruise

The neutral safety function prevents unintended operation even if 
the key switch is accidentally turned ON when the 
accelerator/hydraulic lever is activated. Also, the FBC is equipped 
with a lever that enables a seated operator to connect or 
disconnect the battery plug.

Neutral safety function and battery emergency lever

The FBC uses the hydrostatic power steering control system that 
provides 100% full turn steering angle of the rear wheels. Furthermore, 
on-demand control ensures energy-saving.
When turning and accelerating/decelerating, the FBC locks the rear wheel 
axle so that it will not swing. When traveling straight ahead at 
a constant speed or a low speed, the rear wheels swing to stabilize the 
truck. Furthermore, the extended wheel base and tread ensure stability at 
all times.

High Power

Stable

Comfortable

Reliable

Low Height
Handles all ISO-compatible containers. 
At only 2,050 mm high, it can also enter into reefer containers easily.

Introducing the key to “modal shift” - the battery forklift that is equivalent to 
engine-powered forklifts for container loading & unloading.
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Min. 90º Turning Aisle *
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Standard Specifications

Counter Balanced Truck Low Profile Series

* 1100×1100 pallet, no clearance included
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